
Murata™ Double Sided Wall Construction

Place ⅛" bead of SEK

Surbond SB-20 or 

equivalent adhesive 

on front and rear 

mating faces

STEP 1

DOUBLE SIDED WALL BLOCK CONSTRUCTION

Saw cut line

5 ⅞" from block face 

STEP 2

Allow time for 

adhesive to set per 

manufacturer’s 

recommendations

STEP 3

STEP 1

DOUBLE SIDED END BLOCK CONSTRUCTION

Saw cut line

5 ⅞" from block face

Cut off the resulting

ear if desired

Place ⅛" bead of SEK

Surbond SB-20 or 

equivalent adhesive 

on front and rear 

mating faces

STEP 2

Allow time for 

adhesive to set per 

manufacturer’s 

recommendations

STEP 3

Sometimes site limitations or client requests precludes the building of inset stairs in a Murata™ 

wall. Sometimes you need a double sided wall that is perpendicular to your Murata™ retaining 

wall. In those instances, you must create some special double sided blocks to build your wall.



A

B

Murata™ Double Sided Wall Construction

Lay your first course like figure A, your second course like figure B,

Then alternate back and forth with every subsequent course.

TO MAINTAIN WALL THE BOND PATTERN, IT WILL BE NECESSARY TO CUT 

EVERY OTHER END BLOCK

Continue wall with

Murata™ if desired

Place ⅛" bead of SEK

Surbond SB-20 or 

equivalent adhesive 

on mating faces


